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Product Overview



ElEctrical cabinEt

cablE Junction boxEs

Hanse-snL

•	 Protection	degree	IP	55
•	 Stepped	rubber	entries
•	 Plastic	hinge	screws
•	 Simplified	installation
•	 Wide	range	of	accessories
•	 Various	mounting	domes

Hanse-MBR

•	 Protection	degree	IP	65/67
•	 Injected	diaphragm	inlets
•	 2-component	production
•	 Simplified	installation
•	 Wide	range	of	accessories
•	 Various	mounting	domes

Hanse-sns

•	 Protection	degree	IP	55
•	 Stepped	rubber	entries
•	 Self-tapping	screws
•	 Simplified	installation
•	 Wide	range	of	accessories
•	 Various	mounting	domes

FLeeT

•	 Protection	degree	IP	65
•	 Grey	or	transparent	door
•	 Impact	resistance	IK08
•	 Robust	plastic	switch	cabinet
•	 Optional	safety	lock
•	 Mounting	plate	included

PeRLe PC

•	 Protection	degree	IP	67
•	 Impact	resistance	IK10
•	 Lockable	door

•	 included	mounting	plate
•	 Various	mounting	domes
•	 Wide	range	of	accessories

PeRLe aBs

•	 Protection	degree	IP	67
•	 Impact	resistance	IK10
•	 Internal	hinges

•	 UV-resistance
•	 Various	mounting	domes
•	 Pre-stamping	for	flange	plates

TReVa

•	 Protection	degree	IP	66
•	 Robust	sheet	steel	(IK09)
•	 Supplied	cable	flange	plate
•	 Special	polyester	coating
•	 Optional	safety	lock
•	 Wide	range	of	accessories

TReVa-InOX

•	 Protection	degree	IP	66
•	 AISI	304L	or	316L	stainless	steel
•	 Supplied	cable	flange	plate
•	 Coating	satined	Scotch	320
•	 Optional	safety	lock
•	 Wide	range	of	accessories

TReVa-aTeX

•	 Protection	degree	IP	66
•	 Robust	sheet	steel	(IK09)
•	 Supplied	cable	flange	plate
•	 ATEX	component	certification
•	 Optional	safety	lock
•	 Wide	range	of	accessories

Hanse-KPL

•	 Protection	degree	IP	66
•	 Metric	imprints
•	 Integrated	connection	terminals

•	 Incl.	Sealing	diaphragms
•	 Simplified	installation
•	 Various	mounting	domes



industrial EnclosurEs

sT. PauLI

•	 Protection	degree	IP	65
•	 Grey	or	transparent	covers
•	 High	quality	plastic	housing
•	 Optional	metric	embossing
•	 Large	housing	cover
•	 Various	mounting	domes

MICHeL

•	 Protection	degree	IP	66/67
•	 Grey	or	transparent	doors
•	 Modular	height	concept
•	 Optional	metric	pre-stamping
•	 Various	mounting	domes
•	 Optimal	use	of	inner	space

eLBe

•	 Protection	degree	IP	65
•	 High	quality	design
•	 Plastic	housing

•	 Various	sizes
•	 Self-forming	screws
•	 UV-resistance

Hanse-MBR

•	 Protection	degree	IP	65/67
•	 Injected	diaphragm	inlets
•	 2-component	production
•	 Simplified	installation
•	 Wide	range	of	accessories
•	 Various	mounting	domes

19” sErvEr racks

Hanse-GLT

•	 Protection	degree	IP	65
•	 Grey	or	transparent	covers
•	 High	quality	plastic	housing

•	 Optional	high	covers
•	 Self-tapping	screws
•	 Various	mounting	domes

aLsTeR

•	 Protection	degree	IP	66/67/68
•	 Impact	resistance	IK09
•	 Die-cast	aluminum

•	 Integrated	threaded	holes
•	 EMC	basic	protection
•	 High	quality	optics

Hanse-ssR

•	 Protection	degree	IP	65
•	 Grey	or	transparent	covers
•	 High	quality	plastic	housing

•	 Plastic	hinge	screws
•	 Various	mounting	domes
•	 Wide	range	of	accessories

KOnTOR

•	 Different	height	units
•	 Pivoting	glass	door
•	 Integrated	cylinder	lock

•	 Pre-stamping	for	cable	routing
•	 Optional	active	ventilation
•	 Galvanized	profile	rails



distribution EnclosurEs

DIsBOX-Da

•	 Surface-mounted	distribution	box
•	 Protection	degree	IP30
•	 Without	door,	open	construction
•	 2-42	modules
•	 PE&N	connection	terminals
•	 Protective	covers	Modules

DIsBOX-Xa

•	 Surface-mounted	distribution	box
•	 Protection	degree	IP40
•	 White	door
•	 24-54	modules
•	 Optional	earthed	socket
•	 Optional	safety	lock

DIsBOX-G

•	 Flush-mounted	distribution	box
•	 Protection	degree	IP40
•	 White	or	transparent	door
•	 12-42	modules
•	 Optional	safety	lock
•	 Special	design	multimedia	distributor

DIsBOX-K

•	 Flush-mounted	distribution	box
•	 Protection	degree	IP40
•	 White	metal	door
•	 12-70	modules
•	 650°C	or	850°C	glow	wire	test
•	 Optional	safety	lock

DIsBOX-T

•	 Surface-mounted	distribution	box
•	 Protection	degree	IP	40
•	 White	or	transparent	door
•	 12-42	modules
•	 PE&N	connection	terminals
•	 Optional	safety	lock

DIsBOX-Ma

•	 Surface-mounted	distribution	box
•	 White	or	transparent	door
•	 PE&N	connection	terminals

•	 Protection	degree	IP40
•	 8-54	modules
•	 Optional	safety	lock

DIsBOX-MT

•	 Flush-mounted	distribution	box
•	 White	or	transparent	door
•	 PE&N	connection	terminals

•	 Protection	degree	IP40
•	 8-54	modules
•	 Optional	safety	lock

DIsBOX-XT

•	 Flush-mounted	multimedia	distributor
•	 Protection	degree	IP40
•	 Metal	door	in	white
•	 Mounting	plate
•	 12-70	modules
•	 Optional	safety	lock

DIsBOX-DT

•	 Flush-mounted	distribution	box
•	 PE&N	connection	terminals
•	 Optional	2-row	terminals

•	 Protection	degree	IP40
•	 White	or	transparent	door
•	 12-42	modules

DIsBOX-F

•	 	Surface-mounted	moisture-proof	
distribution	box

•	 PE&N	connection	terminals
•	 Optional	safety	lock

•	 Protection	degree	IP65
•	 Transparent	door
•	 4-36	modules



DIsBOX-Ma

•	 Surface-mounted	distribution	box
•	 White	or	transparent	door
•	 PE&N	connection	terminals

•	 Protection	degree	IP40
•	 8-54	modules
•	 Optional	safety	lock

DIsBOX-MT

•	 Flush-mounted	distribution	box
•	 White	or	transparent	door
•	 PE&N	connection	terminals

•	 Protection	degree	IP40
•	 8-54	modules
•	 Optional	safety	lock

DIsBOX-F

•	 	Surface-mounted	moisture-proof	
distribution	box

•	 PE&N	connection	terminals
•	 Optional	safety	lock

•	 Protection	degree	IP65
•	 Transparent	door
•	 4-36	modules

IndIvIdual HousIngaccessorIes

 ▪ Colours and Shapes
 ▪ Mechanical processing
 ▪ Lettering and Engraving
 ▪ Installation of components
 ▪ Prototype construction
 ▪ Cable assembly
 ▪ Special development
 ▪ Packaging

For all products, we offer you 
extensive customization and 
manufacture the products exactly 
to your requirements and 100% 
compatible for your projects.
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Breuell Ingenieurbüro GmbH
Grützmühlenweg 46 - D-22339 Hamburg

+49 (0)40-538092-255
+49 (0)40-538092-85
info@boxexpert.de

www.boxexpert.de
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